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1.2

600 dpi
600 dpi

304.8x432mm [12.0"x17.0"]

30mm
10Kg

297x864mm [11.6"x33.8"]
148x210mm [5.8"x8.2"]

40-128g/m? [10-34lIb]

50 ( 22lb 80g/m* )

100%
65%
74%
77%
93%

121%
129%
155%

50-200% (
50-200% (

50-200% (
b / b
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1%)
1%)

1%)

100%
71%
82%
87%
93%

115%
122%
141%



(20°C / 65%RH) 290mmx410mm

290mmx420mm [11.4"x16.5"]

A4 :
290mmx204mm [11.4"x8.0"]
: 8mm ( “0” )

: 2mm

: 70mmx148mm [2.8"x5.9"]

: 325mmx447mm [12.7"x17.6”]
47.1g/m* 209.3 g/m*[12.5lb  55.6lb]

60, 75, 90, 105, 120 / ( )
31 (A3 )
25 (A4 )
34 (A3 )
28.5 (A4 )
70 , A3 ( )
+10mm
+10mm
+10mm

1000  (80g/m?/ 20 Ib)
1000  (80g/m?/ 20 Ib)
110/ 120V, 50/60Hz: 2.5A
220-240V, 50/60Hz: 1.5A
110/120V . 260W
220-240V . 240W
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) 60rpm : 58dB
90rpm : 61dB
120rpm : 64dB

105kg [231Ib]

114kg [251Ib]
: 625mmx700mmx574mm

625mmx700mmx684mm

: 1405mmx700mmx574mm
1405mmx700mmx684mm

320mm , 140 /
255 / (A3 )

2,000

0°C 40°C

10% 95%RH

1000ml
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-5°C

10%

e A3
e A4

40°C
: 15°C

95%RH
: 20%
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4.3

2001

11

SC01-00

MPU NVRAM

NVRAM

NVRAM

SC01-01

MPU

SC02-00

SCO03-00

CPU

MPU

SCO03-01

CPU

MPU
PSU

SC03-02

4.88

SC03-03

54

SC04-00

SCO04-10

SC04-11

SC04-20

4-6




2001

11

SC05-00

SC05-01

CPU

SC05-02

SCO05-10

25

SCO05-12

25

CPU

SCO05-20

SCO05-22

CPU

SC05-30

4.5

SC05-31

(96 )

SC05-32
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2001

11

SC05-40 | A4
SC05-41 | A3
SC05-50

2

MPU

SCO05-51

2
SCO05-60
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2001

11

SC06-00

SCO07-00

SCO07-10

SC07-20

CPU

I/O

SCO07-21

SCO07-22
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2001

11

SC07-30

SC07-50

SCO07-51

SCO07-60

SCO07-61

5
6
6
6
6

9
9
9
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2001

11

SCO07-70
SCO07-72
6
SC20-00 CPU
( )
SC21-00 ASIC ASIC RAM
ASIC
SC22-00 | RAM RAM
SC30-00
7.5
SC30-01
7.5
SC31-10 1
7.5
SC31-11 1
7.5
SC31-12
7.6
SC31-13

4-11




2001 11

SC31-20 2 2 o 2
)
4 °
SC31-40 ROM o ROM
°
SC31-41 ROM .
SC31-50 ROM o ROM
°
SC31-51 ROM o
SC31-52 CPU CPU o
SC31-60 CPU CPU o
SC41-00 o
)
10 .
SC41-01 o
)
1207 o
SC41-10 o
°
10 .
SC41-11 .
°
2379 o
SC45-00 o
°
2 o
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2001

11

SC45-10
SC45-11
SC45-12
SC45-13
SC45-20 4
2
SC45-21 4
2
SC45-22 4
2
SC45-23 4
2
SC45-30 150ms
MPU
100
SC45-31 150ms
MPU
100
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