EPSON R290清零详细操作步骤
连接好打印机电源线和数据线，开启打印机。双击“R290.exe”，弹出图一所示询问窗口，单击“是”按钮（图一中红色方框处）。
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图一
先弹出图二所示窗口。
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图二
接着弹出图三所示窗口，单击“Accept”按钮（图三中红色方框处）。
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图三

弹出图四所示窗口，单击“Particular adjustment mode”按钮（图四中红色方框处）。
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The name of the person who downloaded this program is :

Gilberto Gonzales
Computel - Cr 6 # 15N.09 Popayan

b

program is authorized to be used only by :

Gilberto Gonzales
Computel - Cr 6 # 15N.09 Popayan

Software License Agreement

Please read the following License Agreement.
You must accept the terms and conditions of this Agreement to conti

ue use.

Notice to User: This is a legal agreement between you (an individual or
ingle entity, referred to hereinafter as "you") and Seiko Epson Corporation
Epson’) for computer software product, fontware, typefaces and/or data,
cluding any accompanying explanatory written materials (the "Software").
BEFORE DOWNLOADING, INSTALLING, COPYING OR OTHERWISE USING
THE SOFTWARE, YOU MUST AGREE TO THE TERMS AND CONDITIONS OF
THIS AGREEMENT. Please read these terms carefully and click on the
Accept button below if you agree. If you do not agree with the terms and
conditions of this Agreement, click on the Decline button below and you will
notbe able to use the Software.

Deciine





图四
弹出图五所示窗口，单击“Waste ink pad counter” （图五中粉红色方框处）将其选中，然后单击“OK”按钮（图五中红色方框处）。
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图五
弹出图六所示窗口，选中“Main pad counte”和“Platen pad counter”二项（图六中粉红色方框处），然后单击“Initialization”按钮（图六中红色方框处）。
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图六
弹出信息框（图七中粉红色方框处），单击“确定”按钮（图七中红色方框处）。
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图七

弹出信息框（图八中粉红色方框处），提示关闭打印机。关闭打印机，然后单击“确定”按钮（图八中红色方框处）。
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图八

弹出信息框（图九中粉红色方框处），单击“确定”按钮（图九中红色方框处）。
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图九

弹出图十所示窗口，单击“Finish”按钮（图十中红色方框处）。
[image: image10.png]Adjustaent 0.-. Adjustaent Program

Waste ink pad counter

Check & Initialization

™ Main pad counte point

I™ Platen pad counter

The current counter value is confirmed.

Initialization will clear the selected above counters.

Get Status|_Cleaning

>

Check

itialization

Cancel

Adjusted items
- Selected items -

Model Name : Stylus
Photo R290
Destination : EAI(L
Port : Auto selecti

- Adjusted items -
Initial Set

USBID :
Head ID :

Top margi

Head angular
Band angulai
Microwave

Bi.

PG Typical
ECO{(Color) :
MC1-1(Color)
MC15(Color)
MC2-1(Color) :
MC2.2(Color)
MC1-1(Black) :





图十

弹出图十一所示窗口，单击“Previous”按钮（图十一中红色方框处）。
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图十一

弹出图十二所示窗口，单击“Quit”按钮（图十二中红色方框处）。
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图十二

图二所示窗口变成图十三所示窗口。在“输入新日期：<年月日〉”后输入操作日期，如“2009-03-27”（图十三中粉红色方框处），接着按键盘上的“Enter”键，再按任意键结束清零操作。
（运行“R290.exe”后，系统时间被自动修改为2008-04-01，如果不改回当前日期，图十三中的当前日期为2008-04-01，不过好像没啥影响。）
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